Tractors, 3000 Series—
Wiring Diagrams Electrical System

COWL-MOUNTED HEAD LAMPS
(Tractors Without Fenders Only)

FOR CIRCUIT BEYOND
SEE FIGURE 190-40-7

DASH i @ O
LAMP 4 (@B (2
DISCONNECT AND TAPE TO

mkl ®kg k4
%ﬁ
HARNESS WHEN COWL-MOUNTED

HEAD LAMPS ARE USED ﬁ@ LIGHT STARTER
SWITCH SWITCH

= - iy
TR
.

AW AT ALY A

O&

KEY
SWITCH

INSTRUMENT
HARNESS

(DE

\\:fégggigi;i CIRCUIT <

) - BREAKERS K
(D (DIESEL

- CONNECT [ONS KX
_ sqoww)Ns o
o'b " :

—p (ko 7 ‘Iil
2 OT USED
(2)BR \Sjj‘_____’) =
SWITCH
HARNESS

FENDER-MOUNTED
HEAD LAMPS

FENDER-MOUNTED
HEAD LAMPS

LAMP
HARNESS

4
\
+
2
. !
020:%50:0.%0:%: D,
‘ @b AX)

(NOT USED) (15)GR
NOT USED) e
| 0 HARNESS
T & (D

OUTLET
SOCKET
REAR
LAMP
A ——— Pt el WARNING LAMP

|
"q_‘n_,l,“u_l_“'u‘#k__,r‘—‘-(SPECIAL EQUIPMENT)

Fig. 190-40-18~Lomp Harness Wiring for 3020 Row-Crop Tractors 68000 to 84000



