gixie TECH TIPS

Dixie Part Numbers: A-1672 MS-1042 S-1479 S-1481
S-1489 101-07100 201-14102 201-16120
206-05104 243-961006

Applications: 2000 — 2001 Boats with a Mercury Marine M2 Jet Drive 2.5L (all
models)
2001 — 2003 Boats with a Crusader 8.1 MPI or 8.1MPI HO engine
2001 — 2003 Boats with a Sea Maxx 8.1 MPI or 8.1MPI HO engine

Conditions: The operator of the vehicle may complain of erratic engine performance
such as:
- The engine shutting off for no apparent reason and restarting.
- The engine hesitating under load
- The engine failing to start
- A possible engine fire.

Cause: A potential cause for the above conditions is that the factory installed
wiring harness was improperly fitted and a loose connection may exist
between the wiring harness and fuel pump. In addition the fuel pump fuse
installed was oversized (a 20A fuse was installed instead of 3A fuse).

Correction: Follow the manufacturers recommended diagnostic and repair process to
ensure that the proper fuses are installed and that there is a proper fit
between the fuse and the holder.
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Dixie Tech Tips are intended for use by professional technicians, and are not for the general public. They are written to inform
technicians of conditions that may exist or as a guide to aid in diagnosing and servicing a vehicle. All references to original
equipment manufactures, vehicle manufactures and any other Trade Mark names are for the sole purpose of identifying the vehicle
and or part that the Tech Tip applies to. This document is property of Dixie Electric Ltd. and is not to be copied or distributed with out

written permission.



