
fode ) TECH TIPS 
Dixie Part Numbers: S-6216 S-8544 S-8680 S-8681 

S-8725 S-8749 S-8751 S-8764 
S-8977 S-8980 

Applications: 1997 — 2000 Dodge Dakota 
1998 — 2000 Dodge Durango 
1998 — 2001 Dodge Ram Truck 
1998 — 2001 Dodge Ram Van/Wagon 
This applies only to vehicles with a factory installed anti-theft 
system. 

Condition: The operator of the vehicle may complain of no start conditions or that the 
vehicle starts then stalls. 

Cause: A potential cause for the above condition is poor communication between 
the Central Timer Module and the Power Train Control Module. 

Correction: Inspect the power door lock fuse. The Power Train Control Module must 
receive a signal from the Central Timer Module that the vehicle may be 
started. Most Central Timer Modules receive battery voltage through the 
power door lock switch, if the fuse is blown, there will be no voltage. If the 
fuse is intact and functioning correctly then the system must be checked 
using a scan tool to attempt to communicate with the Central Timer 
Module. If communication can not be established between the scan tool 
and the module follow the manufacturer's recommended procedures for 

performing the diagnostics. The anti-theft system should also be reviewed 
as this will aid in determining the cause of the problem. 
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