
Exploring Toyota 
battery/starter 
circuits 
Starter circuit 
inspection and 
testing procedures 

Part Il 
Courtesy Toyota Motor Corporation 

Step 1: Check cranking speed 

C onnect tachometer to IG-termi- 

nal and crank engine. Determine 

approximate engine temperature. Disable 

ignition system. Observe engine rpm 

while cranking the engine. Does it 

exceed the value listed? 

OK = = 60 1pm 

NG = < 60 rpm 
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If the condition is intermittent, try to 

duplicate the problem conditions and 

retest. If not, go to step 2. 

Step 2: Check battery and cable 

connections 

Perform battery inspection and test- 

ing procedures (refer to step 1 in battery 

inspection and testing, page 14, April 

issue of the Exchange). Confirm good 

cable connections. Confirm battery state- 

of-charge. Confirm that battery passes a 

load test. 
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If OK, go to step 2A. If not, service or 

replace the battery as indicated. 

Step 2A: Check cranking motor cur- 

rent draw 
Check current flow through starter 

motor while cranking engine. Warm up 

the engine if possible before performing 

this test. Turn off all electrical loads. 

Connect an inductive ammeter around 

the negative battery cable. Disable the 

ignition system. Crank the engine while 

observing the ammeter and noting crank- 

ing speed. 

Engine type AMPS 

4 cyl 130 - 150 

6 cyl approx. 175 

Engine Cranks Slowly Engine Does Not Crank 

1. low to normal current 1. no current flow - 

flow - go to STEP 6 go to STEP 3 
2. high current flow - 2. high current flow - 

go to STEP 7 go to STEP 7 

Note: If the problem is intermittent or 

only occurs when hot or cold, these oper- 

ating conditions may have to be duplicated 

for accurate diagnosis. 

Step 3: Check control circuit power 

at starter 

Turn ignition switch to the start posi- 

tion. Connect voltmeter positive lead to 

terminal 50 of starter and negative lead to 

starter housing. Put the transmission in 

park or neutral. Clutch pedal fully 

depressed. Theft deterrent or vehicle 

security system de-activated. Is voltage 

greater than or equal to 9.1 volts? 

OK = 9.1 volts 
NG < 9.1 volts 
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If OK, there is a faulty starter or starter 

solenoid. If not, go to step 4. 

Step 4: Check control circuit voltage 

drop 

Turn ignition switch to start position. 

Connect voltmeter positive lead to battery 

post and negative lead to terminal 50. 

Transmission in park or neutral. Clutch 

pedal fully depressed. Theft deterrent or 

vehicle security system deactivated. Is 

voltage less than or equal to 0.3 volts? 

OK <= 0.3 volts 

NG > 0.3 volts 

Note: If voltage is approximately 12 

volts, go to step 5. 
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If OK, repair faulty solenoid ground 

circuit. If the voltage is greater than 0.3 

volts, but less than battery voltage, go to 

step 4A. If the voltage is approximately 

12 volts, go to step 5. 

Step 4A: Repair solenoid control 

circuit 
Repair high resistance wire or connec- 

tion between starter terminal 50 and 

battery positive terminal. Refer to EWD 

to determine switches and connections in 

this circuit. Check the following compo- 

nents and connections for high resist- 
ance:



¢ FL MAIN 2.0L 

¢ ST MAIN fuse 

¢ Starter relay 

° Circuit wiring 

Theft 

Deterrent 

(TDs) 

Step 5: Check relay pull-in winding, 

power and ground circuits 

Check voltage between starter relay 

terminals 1 and 3 with ignition switch in 

start position. Connect voltmeter positive 

lead to relay terminal 1. Connect volt- 

meter negative lead to relay terminal 3. 

Turn ignition switch to start position. 

Observe voltage, is it greater than or 

equal to 8.5 volts? 

OK = 8.5 volts 

NG < 8.5 volts 
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If OK, go to step 5A. If not, go to step 

SB. 

Step 5A: Check starter relay contact 

circuit 
Check voltage between starter relay 

terminals 2 and 4 with ignition switch in 

on position. Connect voltmeter positive 

lead to relay terminal 2. Connect volt- 

meter negative lead to relay terminal 4. 

Observe voltage, does meter indicate bat- 

tery voltage? 

OK = Battery voltage 

NG = 0 volts 

Note: 0 volts indicates an open in the 

solenoid control circuit. Battery voltage 

indicates a complete circuit from the battery 

to terminal 2 and from terminal 4 to ground. 

for open or high resistance. Check IGN 

SW and connections for open or high 

resistance. Check clutch start switch 

(CSS) or neutral start switch (NSS) and 

connections for open or high resistance. 

Confirm that TDS/TVSS EDU is supply- 

ing ground path. Confirm good connec- 

tions at TDS/TVSS ECU. 
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Confirm good connection at starter 

relay, if OK replace starter relay. If not, 

go to step 4A. 

Step 5B: Repair starter relay control 

circuit 
Repair high resistance or open circuit 

between battery and starter relay ground 

point. Refer to EWD to determine loca- 

tion of components and connections in 

this circuit. Check AM1 and connections 

Step 6: Cranking voltage drop 

Perform voltage drop, positive cable. 

Connect positive lead to battery +B post. 

Connect negative lead to terminal 30. 

Disable ignition system. Crank engine, 

observe voltmeter. 

Perform voltage drop, negative cable. 

Connect positive lead to starter housing. 

Connect negative lead to battery -B post. 

Disable ignition system. Crank engine 

and observe voltmeter. 

OK <= 0.3 volts 

NG > 0.3 volts 

If OK, possible problem with high 

resistance in starter or starter solenoid. 

Go to step 6C. If not, test connections of 

cable with greater than 0.3 volts. Go to 

step 6A. 

Step 6A: Cranking voltage drop at 

cable connectors 

Perform voltage drop at cable ends. 

Connect meter leads at connector ends, 

one connector at a time as shown. Crank 

engine, observe voltmeter. 

OK S 0.1 volts 

NG > 0.1 volts 

Note: Test connections on suspect 

cable identified in step 6. 

If OK, replace cable. If not, clean and 

retighten connector and recheck cable 

voltage drop.



Step 6B: Starter motor and solenoid 

voltage drop 

Perform voltage drop of solenoid con- 

tacts. Positive lead to terminal 30. 

Negative lead to C terminal of starter 

motor. Disable ignition. Crank engine 

and observe voltmeter. 

OK = 0.5 volts 

NG > 0.5 volts 

Note: Perform test at least six times. Use 

highest reading recorded for comparison. 

If OK, replace the starter. If not, 

replace solenoid. 

Step 7: Starter no-load test 

Perform no-load performance test 

(follow procedures in ST section of 

repair manual). 

OK = 90 amps at 11.6 volts 

NG > 90 amps at 11.6 volts 

If OK, repair excessive engine drag 

which may be caused by improper oil 

viscosity, inadequate oil clearance or 

engine damage. If not, replace the starter. 

LET RIE!


